
BullDog Ultima is a durable, double-jacketed hose, 
constructed with high tensile strength polyester 
yarns, both warp and filler, and lined with a high-
tech EPDM tube. Its engineered design, for 75 PSI 
and higher nozzle applications, guarantees minimum 
weight with maximum durability and packability 
with minimal friction loss. The standard color for 
Ultima Hose is white. Other colors available with our 
innovative Armour Jacket abrasion-resistant coatings 
are red, yellow, blue, black, green, tan, orange.   

UNIQUE DESIGN FEATURES:

•	 Double-jacketed

•	 Minimal weight

•	 Maximum durability

•	 Packability

•	 Minimal frication loss
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FEATURES:

Low Maintenance 
Easy to clean and maintain.

Superior Abrasion Performance 
High abrasion resistance when treated 
with Armour Jacket coating.

Extreme Durability 
Ozone-resistant for extreme durability. 
Temperature range -30°F to +112°F.

Exceeds Standards  
Ultima is manufactured to meet or  
exceed the NFPA 1961 and UL-19  
standard.

BullDog Hose Company maintains ongoing product improvement and development programs. Therefore 
BullDog reserves the right to modify any product or specification without prior notice. If necessary, please 
contact BullDog Hose Company customer service to ensure that all claims and technical data are current.

DOUBLE-JACKETED HOSE 
CONSTRUCTED OF 100% 
HIGH-TENSILE-STRENGTH 
POLYESTER YARNS PROVIDES 
HIGH ABRASION RESISTANCE 
AND MAXIMUM DURABILITY

HIGH-TECH EPDM RUBBER-LINED 
TUBE MINIMIZES FRICTION LOSS 
WHILE MAXIMIZING FLEXIBILITY

TECHNICAL SPECIFICATIONS:

							       Weight	 Coil Diameter
	 Size	 Standard color	 Service	 Proof	 Burst	 Bowl Size	 (50’/15M)	 (50’/15M)

	 inch	 mm	  	 psi	 kpa	 psi	 kpa	 psi	 kpa	 inch	 lbs	 kg	 inch	 mm

	 1-1/2	 38	 White 	 400	 2,800	 800	 5,600	 1,200	 8,400	 1-15/16	 17.5	 7.9	 18	 457

	 1-3/4	 45	 White 	 400	 2,800	 800	 5,600	 1,200	 8,400	 2-1/8	 22	 10.0	 18	 457

	 2	 50	 White 	 400	 2,800	 800	 5,600	 1,200	 8,400	 2-7/16	 26	 11.8	 20	 508

	 2-1/2	 65	 White 	 400	 2,800	 800	 5,600	 1,200	 8,400	 3	 30	 13.6	 21	 533

	 3	 75	 White 	 400	 2,800	 800	 5,600	 1,200	 8,400	 3-1/2	 34.5	 15.6	 21	 533

Pressure


