## RUSHMASTER ${ }^{\text {m" }}$

## FEATURES:

## Designed for Aggressive Forest

 Fire Attack OperationsLow Maintenance
Easy to clean and maintain.

## Exceeds Standards

Bushmaster ${ }^{\text {TM }}$ is manufactured to adhere to the USDA-US Forest Service Specification 5100-187 and the CAN-ULC. S518. 1-95.

Easy Maneuverability Lightweight and flexible making it easy to handle and coil.

## TECHNICAL SPECIFICATIONS:

| Size | Standard color | Pressure |  |  |  |  |  | Bowl Size | Weight (100'/30M) |  | Coil Diameter ( 100 '/30M) |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  |  | Ser | vice |  | of | Bu | rst |  |  |  |  |  |
| inch mm |  | psi | kpa | psi | kpa | psi | kpa | inch | lbs |  | inch | mm |
| 125 | White | 300 | 2,100 | 600 | 4,200 | 900 | 6,300 | 1-3/16 | 7.5 |  | 13 | 330 |
| 1-1/2 38 | White | 300 | 2,100 | 600 | 4,200 | 900 | 6,300 | 1-71/16 | 9.5 |  | 15 | 381 |

BullDog Hose Company maintains ongoing product improvement and development programs. Therefore BullDog reserves the right to modify any product or specification without prior notice. If necessary, please contact BullDog Hose Company customer service to ensure that all claims and technical data are current.


